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FLAMMADUR® A 391

High-density intumescent construction material

Description

FLAMMADUR® A 391 ist ein Hochdichter, dammschichtbildender Baustoff. Das Produkt hat die
Dichtheitsklasse 7 nach VDI 2083-19.
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Areas of Application

e Schienenfahrzeuge
o Auf Anfrage

Delivery and Packaging

FLAMMADUR® A 391 According to approval Z-19.11-1934
Packaging Can Pail
Size 1kg 20 kg

Article Number

4146345 4146343
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FLAMMADUR® A 391

Technical Data

Colour

Viscosity [mPa-s]
Density

Pot life [min]

Reaction temperature [°C]
Temperature resistance [°C]
Mechanical resistance

Mixing ratio (wt.-% / vol.-%)
Airtightness according to VDI 2083-19
Mass per unit area [kg/m?]

Expansion factor
Expansion pressure [N/mm?]

Shore hardness (DIN 53505)

Processing notes

Storage
Safety instructions

KuhnOdice Germany GmbH - Glisinger StraRRe 86, 21217 Seevetal

Black
ca. 100 (Hardener)

1,22 +/- 0,02 g/cm?
(Hardener)

8:00-16:00
approx. 160

30000-50000 (Resin) 20000-35000 (Mixture)

1,52 +/-0,02 g/cm?

1,55 +/-0,01 g/cm?® (Resin) (Mixture)

after 24 h at room temperature
100:10 (Resin/Hardener)
Air tightness class 7
7,40 £ 0,75 (Sample thickness: 5 mm)

2.5 to 4.5 (tested at 450 °C for 30 minutes without weight load on 5 mm thick
specimens)

0.20 to 0.65 (tested at 300 °C, method A, on 5 mm thick specimens)
85-95

FLAMMADUR® A 391 must not be exposed to direct weathering such as driving
rain, freeze-thaw cycles, or UV radiation.

Store the can at +10 to +30 °C.

For further information, refer to the safety data sheet.
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