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General Building Authority Test Certificate No. P-3074/3439-MPA BS 

To whom it may concern 

 

This is to confirm that the attached translation from German is correct and complete. 

A copy of the original German document ist attached. 

 

This translation has not been examined and approved by testing authority. The decisive 

and authoriative version is the original. This translation may not be used in any procedure 

of and with the German building an testing authority. 

 

 

 

 

 

 

 



 
 

Materialprüfanstalt 

Institut für Baustoffe, für das Bauwesen 

Massivbau und Brandschutz  
 

 
 

 

 
General Building Authority Test Certificate 

(German „abP“) 
 
 
 

 Test certificate number:         P-3074/3439-MPA BS 
 
 

 
 Item/ Object:    
    
     
 
 
 
 
 
 

 
 Applicant:                                       
    
    
    
  
 
 Issue date:   
    
 Period of validity: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 KERAFIX 2000 of building material DIN 4102-B2  
 according to DIN 4102-1:1998-05 
 Relevant to no. C 3.2 Administrative Regulation on 
 Technical building Regulations (W TB) Part C3 – Version 
          November 2023 
 
            Building materials that are only subject to fire behaviour  
            requirements and must be normally flammable. 
  
 
   Rolf Kuhn GmbH 
 Jägersgrund 10 
 57339 Erndtebrück-Schameder 
            Deutschland 
 
 
            25.10.2024 
 
 25.10.2024 bis 24.10.2029 
 

This General Building Authority Test Certificate consists of 6 pages and contains no 
appendices. 
 
This General Building Authority Test Certificate replaces general building inspection certificate 
No. P-3074/3439-MPA BS dated March 15, 2021. 
 
This General Building Authority Test Certificate No. P-3074/3439-MPA BS was first issued on 
March 17, 1999. 
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A     General Provisions 

The General Building Authority Test Certificate proves that the construction product can be 
used and complies with the state building regulations. 

The General Building Authority Test Certificate does not replace the permits, approvals, and 
certificates required by law for the execution of construction projects. 

The General Building Authority Test Certificate is issued without prejudice to the rights of third 
parties, in particular private property rights. 

Manufacturers or distributors of the construction product shall provide copies of the general 
test certificate to the user of the construction  to further provisions in the “Special Provisions,” 
provide the user of the construction product with copies of the general building inspection test 
certificate and must indicate that the general building inspection test certificate must be 
available at the place of use. Upon request, the manufacturer or distributor must provide copies 
of the general building inspection test certificate to the relevant authorities or to the test 
engineers, experts, or institutions involved in the building inspection procedure. 

 
The General Building Authority Test Certificate may only be reproduced in its entirety. 
Publication of excerpts requires the consent of the Materials Testing Institute for Construction, 
Braunschweig. Texts and drawings in promotional materials must not contradict the General 
Building Inspection Test Certificate. Translations of the General Building Inspection Test 
Certificate must include the note: “Translation of the original German version not tested by the 
Materials Testing Institute for Construction, Braunschweig.” 
 
The General Building Authority Test Certificate is issued revocably. The provisions of the 
General Building Authority Test Certificate may be subsequently supplemented and amended, 
in particular if technical findings so require. 
 
The General Building Authority Test Certificate is based on the information provided and 
documents submitted by the applicant. Any changes to these underlying documents are not 
covered by the General Building Authority Test Certificate. 
 

  
  B     Special provisions 

 
 

                   1 Subject matter and field of application 

 
1.1 Scope of application 

1.1.1 The General Building Authority Test Certificate (German abbrevation abP) applies to the 
manufacture and use of the product “KERAFIX 2000,” which belongs to building material class 
DIN 4102-B2, in accordance with DIN 4102-1:1998-05. 

1.1.2 The product is a high-temperature installation tape made of fiber material based on inorganic 
calcium, magnesium, and silicate compounds, using an acrylate binder. The product has a 
self-adhesive layer on one side. Further details can be found in Section 2 of this General 
Building Authority Test Certificate.



MPA BRAUNSCHWEIG 
                                Page 3 General Building Inspection Certificate No. P-3074/3439-MPA BS dated 25 October 2024  

 
 

 

1.2 Scope of application 

1.2.1 “KERAFIX 2000” is used as interior wall cladding and may be used for thermal insulation as 
well as heat insulation in the glazing rebate area of fire-resistant glazing. 

1.2.2 “KERAFIX 2000” must not be used in areas where it is exposed to outdoor weather conditions. 

1.2.3 The classification as normally flammable applies only when used in combination (with SK—
self-adhesive system) with metallic or mineral substrates, but not in combination with other 
building products, e.g., if the surface of “KERAFIX 2000” is coated with paint, laminates, or 
similar materials. 

1.2.4 The technical provisions applicable to the construction product (e.g., building regulations, 
special building requirements, standards, or directives) may impose additional requirements 
or, where applicable, provide for exemptions. 

1.2.5 Where requirements regarding sound insulation or thermal insulation are specified, additional 
documentation must be provided. 

1.2.6 Furthermore, the applicant declares that—insofar as measures regarding hygiene, health 
protection, or environmental protection must be taken for the trade, placing on the market, or 
use of the product—these will be initiated by the applicant or made public in the required 
manner. 

Therefore, there was no reason to assess the impact of the construction products, once installed, 
on compliance with health and environmental protection requirements. 

 

2 Provisions for the construction product 

 
2.1 Properties and composition: 

 

The information regarding the specifications and material properties listed in Table 1 applies to 
the components to be used. 

 
Table 1: Compilation of the material properties of the main relevant construction products 

 

Building product  

with SK 

Thickness (with 

SK) [mm] 

Density 
(without 

SK) 

[kg/m3] 

Weight per unit area 

(with SK) [kg/m2] 

KERAFIX 2000 (white) (0,82 - 9,0) ± 5 %  
Ca. 230 ± 5 % 

Ca. (0,3 - 2,1) ± 5 % 

KERAFIX 2000 (black) (1,69 - 5,0) ± 5 % Ca. (0,5-1,2) ± 5 % 

Ahesive (SK) (transparent) 0,6 ± 5 % 200 ± 5 % ::s; 120 

 

The conformity required by the state building code for the respective construction product, as 
specified in Table 1, must be ensured for its use. 

 
The list of documents based on which the general building inspection certificate was issued is on 
file with the testing body. 
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2.2 Manufacturing 

The provisions of Section 2.1 must be complied with during the manufacture of the construction 
product. 

 

2.3       Labelling 

  The construction product, its packaging, the accompanying leaflet, the delivery note or the 
annex to the delivery note must be marked by the manufacturer with the conformity mark                
(Ü-mark) in accordance with the conformity mark regulations of the federal states. The marking 
may only be applied if the requirements set out in Section 3 are met. 

 The following information must be provided on the construction product, the packaging, the      
package insert or the delivery note: 

- Product name 

- Conformity mark (Ü mark) with 

  - Name of the manufacturer and manufacturing plant 

  - Test certificate number: P-3074/3439-MPA BS 

  - Manufacturing plant 

- “Building material class: normally flammable DIN 4102-B2” on solid                       
    mineral and metallic substrates 

 

3 Certificate of conformity 

Confirmation that the construction product complies with the provisions of the general building 
inspection test certificate is provided by the manufacturer’s declaration of conformity. The 
manufacturer must issue the declaration of conformity by marking the construction products 
with the conformity mark (Ü mark), indicating the intended use. 

The manufacturer must ensure, through in-house production control, that the construction 
product complies with the general building inspection test certificate. 

Confirmation of conformity with the provisions of the general building inspection test certificate 
must be provided for each manufacturing plant by means of a manufacturer’s declaration of 
conformity based on an initial inspection by the manufacturer and in-house production control. 
The nature and scope of the tests must be specified in the general building inspection test 
certificate. The measures for the factory production control must be specified in the same way 
as described under ‘ÜZ’. 

 
Confirmation that the construction product complies with the provisions of the general building 

inspection certificate must be provided for each manufacturing plant by means of the 

manufacturer’s declaration of conformity (DoC), based on the factory production control system. 

 

In each manufacturing plant, a factory production control system in accordance with DIN 

18200:2021-04*) Section 4.2 must be established and implemented, which ensures the 

consistent manufacture and composition of the construction product in accordance with abP P-

3074/3439 Section 2.1.



 

 
 
 

MPA BRAUNSCHWEIG 
Page 5 General Building Inspection Certificate No. P-3074/3439-MPA BS dated 25 October 2024 

 

 

 

 
The results of the factory production control must be recorded, evaluated and retained for at  
least 5 years. 
 

The records must contain at least the following information:  

 

- Description of the construction product 

- Type of inspection 

- Date of manufacture and inspection of the construction product 

- Results of the inspections and, where applicable, a comparison with the requirements  

- Signature of the person responsible for the factory production control 

 
If the inspection results are unsatisfactory, the manufacturer must immediately take the necessary 
measures to rectify the defect and remove the affected products from circulation. As part of the 
factory production control, it must be ensured that construction products which do not meet the 
requirements are not marked with the Ü mark and that confusion with compliant products is 
prevented. Once the defect has been rectified, the relevant inspection must be repeated without 
delay. 

 
 

4 Provisions for use, upkeep and maintenance 
 

Fire safety requirements can only be guaranteed in the long term if the item is always kept in 
proper condition in accordance with Section 1.1. In the event of the replacement of damaged 
parts, care must be taken to ensure that the new materials to be used and the installation of these 
materials comply with the provisions and requirements of this General Building Authority Test 
Certificate. 
 
 

5 Legal basis 
 

This general building authority test certificate is issued on the basis of Section 19 of the Lower 
Saxony Building Code (NBauO) in the version of 3 April 2012 (Lower Saxony Law and Ordinance 
Gazette No. 5/2012, p. 46–73), last amended by Article 1 and 2 of the Act amending the Lower 
Saxony Building Code of 18 June 2024 (Lower Saxony Law and Ordinance Gazette 2024 No. 51), 
in conjunction with the Administrative Regulation on Technical Building Regulations (VV TB) 
pursuant to the decree of the Ministry for Environment, Energy, Building and Climate Protection of 
15 December 2023 (Lower Saxony Ministerial Gazette No. 47/2023, p. 1060–1104), last amended 
by decree of 6 August 2024 (Lower Saxony Ministerial Gazette No. 35/2024), is hereby granted. 
In accordance with Section 16a (3) sentence 3 and Section 19 (1) sentence 2 in conjunction with 
Section 18 (1) of the Lower Saxony Building Code (NBauO), a general building authority test 
certificate issued in this manner is valid in all federal states of the Federal Republic of Germany.  
 
 

6         Information on legal remedies 
 

An objection to this decision may be filed with the Materials Testing Office for Structural 
Engineering in Braunschweig within one month after notification. 
 
 
For a list of the applicable standards and guidelines, see the following page. 
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List of standards and guidelines 
 

DIN 4102-1:1998-05 
 
 

DIN 18200:2021-04  
 
 

VV TB   

 Fire behaviour of building materials and components – Part 1: Building 
 materials, terms, requirements and tests 
 
 Proof of conformity for construction products – Factory production control, 
 third-party supervision and certification 
 
 Administrative regulation on technical building regulations published in the 
 Lower Saxony Ministerial Gazette (Circular from the Ministry for the 
 Environment and Energy, Lower Saxony)   
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