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KERAFIX® 
Firestop Filler



Product description
KERAFIX® Firestop Filler is a halogen-free, intumescent sealant based on expandable graphite.
It begins to react at temperatures of around 140 °C, expanding to 26 times its original volume to form a pressure-
resistant foam structure.
This solvent-free and low-emission material adheres to a range of different substrates and offers high temperature 
resistance, making it ideal for sealing joints and penetrations in wall and ceiling structures.

Reaction to fire
•	 Class E (DIN 13501-1)

Properties
•	 Halogen-free and intumescent
•	 Solvent-free and low-emission
•	 Insensitive to moisture

•	 Adheres well to a variety of substrates
•	 Can be used in a wide range of indoor and outdoor 

applications

Fields of application
•	 Joints between separating walls
•	 Connections between walls and ceilings or floors
•	 Openings
•	 Cracks
•	 Gaps

•	 Cavities and joints
•	 Fire protection doors and fire-rated glazing systems
•	 Pipe penetrations
•	 Cable penetrations

Technical data

Verification ETA-19/0495: 22 August 2019

Composition Solvent- and halogen-free one-component dispersion-based sealant

Material structure Paste-like material

Volatile components (VOC) [g/l] < 50

Shore A hardness 83.8

Bulk density [kg/m³] 1300 (±10 %)

Start of reaction [°C] 140

Expansion rate [x times] 15 – 26

Reference expansion rate 550 °C – 30 min. – with superimposed load

Intumescent layer Solid, thermally insulating mass

Expansion pressure [N/mm²] 1.0 – 1.90

Reference expansion pressure 300 °C – method 4

Direction of expansion Three-dimensional

Storage Store in a cool and dry place between +5 °C and +30 °C

Shelf life Can be stored in its original unopened container for 18 months



Processing information

Application temperature [°C] +5 – +25 at < 85 % relative humidity

1.	 Surface preparation:
•	 The surface to be treated should be clean, dry and free from dust, oil and grease to ensure maximum adhesion.
•	 For particularly smooth or dirty surfaces, thorough cleaning is recommended before applying the material.

2.	Application temperature:
•	 The recommended application temperature is between +5 °C and +30 °C, with a maximum relative humidity of 

85%.
•	 To ensure optimal performance, do not apply the material in extreme temperatures or high humidity.

3.	Application:
•	 Firestop Filler is applied using a manual or compressed-air applicator. The quantity is based on the size of the 

opening or joint to be filled.
•	 Carefully press the material into openings, joints or cavities to achieve a full seal.
•	 Seal opened cartridges air-tight and use without delay to prevent the material from drying out.

4.	Safety notes:
•	 During application, wear suitable protective gloves and avoid contact with skin.
•	 Only use material in well ventilated areas. 
•	 Refer to the safety data sheet for specific health and safety instructions.

Content of a package/set
310 ml cartridge



Contact:

KuhnOdice Germany GmbH
Jägersgrund 10

57339 Erndtebrück

Germany

 +49 2753 5945-0

KuhnOdice France S.A.S.
Z.A.E. Les Dix Muids

685 Rue Antoine Laurent Lavoisier

59770 Marly

FRANCE

+33 3 27 19 32 32

info@kuhnodice.com
kuhnodice.com

KuhnOdice UK
5 – 6 Lansil Way,

Lansil Industrial Estate,

Caton Road, Lancaster, LA1 3QY

United Kingdom

 01524 406088
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	TDS-KO-KERAFIX Everseal NG-N Series-EN
	TDS-KO-KERAFIX Flexpan 200 NG-A-EN
	TDS-KO-KERAFIX Everseal T N-EN
	TDS-KO-KERAFIX Flexpan 200 NG-G-EN
	TDS-KO-KERAFIX Flexpan 200 SP-EN
	TDS-KO-KERAFIX FLEXpremium H-EN
	TDS-KO-KERAFIX Flexpress 100-EN
	TDS-KO-KERAFIX Flextrem 100-EN
	TDS-KO-ROKU Strip-EN
	TDS-KO-KERAFIX FXL 200-EN
	TDS-KO-KERAFIX Firestop Filler-EN
	TDS-KO-ROKU V2-EN
	TDS-KO-ROKU V8 Fibre Gypsum Board-EN
	TDS-KO-ROKU Therm-EN
	TDS-KO-ROKU Fil PL 1200-EN
	TDS-KO-ROKU S 1100-EN
	TDS-KO-ROKU Sil-EN
	TDS-KO-ROKU Adhesive T-NV, T-MV and T-HV-EN
	TDS-KO-KERAFIX Flexlit-EN
	TDS-KO-Flammi 12-EN
	TDS-KO-KERAFIX Fire Protection Silicone-EN
	TDS-KO-KERAFIX 2000 Mat-EN
	TDS-KO-KERAFIX Everseal NG-N Granulat-EN
	TDS-KO-KERAFIX Everseal T N Granulat-EN
	TDS-KO-ROKU AC Fire Protection Putty-EN
	TDS-KO-KERAFIX Flexpan 200-EN
	TDS-KO-KERAFIX 2000-EN
	TDS-KO-KERAFIX Cooling-Strip F-EN
	TDS-KO-KERAFIX Ceramic Paper-EN

