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PYRO-SAFE®DG-CR BS

Fire protection wrap

Description

Flexible glass filament fabric composite material with intumescent coating on both sides. PYRO-SAFE® DG-
CR BS forms a thermally insulating foam layer when exposed to fire and heat, filling the gap between the
component to be protected and the fabric, thereby limiting fire propagation.

Application Areas
Joint systems

Pipe collars
Sealing strips
Doors/gates

Other firestop systems

Delivery and Packaging

PYRO-SAFE® DG-CR BS
Packaging Roll
Item number

On request
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PYRO-SAFE®DG-CR BS

Technical Data

Two-colour: anthracite/red, can be used on either side.

Cell Other colours, including single-colour versions, available on request.
Nominal thickness approx. 1,4 mm
Weight per unit area 1580-1950 g/m?

16.5-fold = fex = 24.0-fold
(tested on 1.4 mm thick specimens at 550 °C for 30 minutes under load)

1.50 N/mm? = pex < 2.00 N/mm?
(tested at 300 °C; method A)

Application temperature +5 °C to +50 °C (below +5 °C, reduced flexibility)

Expansion rate

Expansion pressure

Application instructions With standard cutting tools such as scissors or utility knives.

Store in dry indoor conditions. Storage temperature must be below 50 °C.
Rolls must be protected from mechanical pressure.

SR For storage and transport, the intumescent material is covered with a PE film.
This film must be completely removed before use.
Safety information Please observe the safety data sheet.

* The test method is filed with the German Institute for Building Technology (DIBt).

Proof Certification body Category

German Institute for
Z-19.23-2098 Building Technology,
Berlin
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