kuhnZodice

PYRO-SAFE® DG NG

Fire protection coating

Description

PYRO-SAFE® DG NG is a high-performance, water-based intumescent fire protection coating specifically
developed for outdoor applications. When exposed to its activation temperature, the material forms a
highly insulating carbonaceous foam with a high expansion ratio and strong expansion pressure, effectively
preventing the spread of fire and heat. The coating is easy to handle and apply, making it ideally suited for a
wide range of passive fire protection applications.

Areas of Application

e Transport vehicles
e OQOutdoor and indoor application
e On request

Delivery and Packaging
PYRO-SAFE® DG NG
Packaging Bucket Bucket (CN version) Steel drum

q Other packaging units
S 20 kg 20 kg 200 kg available on request.
Article number 01157028 01157038 01157029

Tech.Rev.: 1.0
Ling. Rev.: 1.0
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PYRO-SAFE® DG NG

Technical Data

Colour

Density [g/cm?] (at +20 °C)

Thermal conductivity [W/(m-K)]
(at +25 °C)

Temperature resistance
Loss factor (EN ISO 6721-3)
Activation temperature [°C]
Expansion pressure [N/mm?]

Expansion factor

Processing

Drying time

Example consumption

Storage

Safety information

Classification

KuhnOdice Germany GmbH e Jaegersgrund 10 e 57339 Erntebrueck / Germany e info@kuhnodice.com e kuhnodice.com

anthracite grey — no varnish required

1,1-1,3
approx. 0,75

-40 °C to +50 °C (for < 30 min +80 °C)
0,2
150
1,3

up to 50-times

e Application temperature: = +5 °C and = 85 % relative humidity.
e Ensure the surface is free of contamination.

e The coating is prefereably applied using the airless method (nozzle bore:
> 0.051inch) or by compressed air (nozle bore 3.5-4 mm).

e The preferred application viscosity can be adjusted with water..

wet film thickness 500 pm

R T e S can be coated over with itself

+25 °C / 35 % relative humidity after approx. 30 min
+80 °C / 35 % relative humidity after approx. 10 min
icati i film thickness [pm
solids (wt.) application guantlty [ [um]
[g/m?] wet dry
65-75 % 520 g/m? 500 pm 300 pm

The required dry film thickness varies depending on the fire protection requirements
and fire protection properties of the structures to be protected. Splash losses are not

taken into account!

e 24 months in sealed original container.

e At room temperature (+5 °C to +30 °C), exceeding the ambient temperature up to

10 °C <12 hours is unproblematic.
Protect from frost.
No classification as per regulation EG 1272/2008.

Exempt from specific labellin requirements.

Consult the safety data sheet for further information.

RST PB-Nr. P60-25-8031:

e The product meets the requirements of R1/R7 for hazard levels HL1-HL3
in accordance with DIN EN 45545-2 (02/2016) / 10-2020 / 12-2023

e Salt mist test DIN EN IEC 60068-2-11(10/2022) & Chemical Resistance
TL918300:2017-1 Annex B - RST PB Nr. P50-25-0059
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